
Flora 1060

Optimized Efficacy
The Flora 1060W offers an industry-leading PBAR efficacy of 
2.95 umol/w, ensuring that you’re getting the maximum light 
output for your energy dollar.

Exceptional Light Output
With a total PBAR light output of 3100+ umol/s, this fixture
sets a new standard for what’s possible in cannabis 
cultivation. 

Full Canopy Coverage
Engineered to cover a 4 x 6 ft canopy, the Flora 1060W 
ensures that every inch of your grow space is bathing in 
uniform, intense light.

Ultimate Light Intensity
Providing an average 1200 umol/m^2/s to a 4 x 6 ft canopy, y
our cannabis plants get the precise light intensity they need 
for rapid growth and bountiful yields.



Flora 1060

SPECIFICATIONS

Series               Model               Input Voltage               Beam Angle 

http://www.enlitehorti.com

ENLITE TECH INC
info@enlitehorti.com

Max Amperage By Voltage Service
 Voltage                208V           240V            277V

Amperage             5.16A          4.49A           3.93A

Flora               1060W                 200-277V                        120°

http://www.enlitehorti.com

Model                                                                                       Flora 1060

Light Source                                                                                       LED

PPF(400-700)                                                                        2762 umol/s

PBAR (280-800nm)                                                               3102 μmol/s

Input Power                                                                                   1060W

PPE (400-700nm) Efficacy                                                     2.65 umol/J

PBAR (280-800nm) Efficacy                                                  2.95 μmol/J

Lifetime                                                                              >50,000 Hours

Dimming                                                                                          0-10V

BTUs                                                                                                 3657

Mounting Height                                                                   12-18 inches

Fixture Dimensions                                         44.3’’ L x 66.4’’ W x 1.6’’ H

Fixture Weight                                                                             38.58lbs

Certification                                                        ETL Certified & IP65, CE

Warranty                                                                          5 Year Warranty

Power Factor                                                                                  ＞0.95

Input Voltage                                                                             200-277V

A P P R O V A L S

Enlite - Full Spectrum
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Uniformity (PPFD MAP) 
42ft
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4ft

1142 1192 1239 1265 1274 1274 1265 1239 1192 1142

1154 1205 1253 1280 1289 1289 1280 1253 1205 1154

1176 1230 1279 1307 1315 1315 1307 1279 1230 1176

1192 1247 1298 1326 1335 1335 1326 1298 1247 1192

1201 1256 1307 1336 1345 1345 1336 1307 1256 1201

1201 1256 1307 1336 1345 1345 1336 1307 1256 1201

1195 1251 1301 1329 1338 1338 1329 1301 1251 1195

1178 1232 1281 1309 1318 1318 1309 1281 1232 1178

1154 1206 1253 1280 1289 1289 1280 1253 1206 1154

1137 1186 1233 1260 1268 1268 1260 1233 1186 1137

Mounting Height: 1.5ft from canopy

70 pcs Flora 1060WFixture Number
Each Flora 1060W Cover 24 sqft (4 x 6ft)

40 x 42 ft Max PPFD 1345 µmol/m-2/ s-1
Min PPFD 1137 µmol/m-2/ s-1
Average PPFD 1258 µmol/m-2/ s-1

Canopy dimension


