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Flora 430-C feature high blue Veg Spectrum provides the optimal light recipe for the 
vegetative stage.

The Veg spectrum promotes robust growth, boosts photosynthesis, developing strong 
roots, stems, and foliage. With short internodal spacing and dense leaf development. 

This sets the foundation for better flowering and yield in the later stages of growth.



Flora 430-C 

SPECIFICATIONS

Series              Model              Input Voltage              Beam Angle 

http://www.enlitehorti.com

Max Amperage By Voltage Service
Voltage                  120V         208V         240V         277V
Amperage             3.69A        2.09A        1.83A         1.59A

Flora              430W-C               120-277V                      120°

Enlite - VEG Spectrum
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Model                                                                                     Flora 430-C

Light Source                                                                                       LED

PPF(400-700)                                                                        1118 umol/s

PBAR (280-800nm)                                                               1130 μmol/s

Input Power                                                                                     430W

PPE (400-700nm) Efficacy                                                     2.60 umol/J

PBAR (280-800nm) Efficacy                                                  2.63 μmol/J

Lifetime                                                                              >50,000 Hours

Dimming                                                                                          0-10V

BTUs                                                                                                 1466

Mounting Height                                                                   12-18 inches

Fixture Dimensions                                       40.9’’ L x 42.1’’ W x 1.46’’ H

Fixture Weight                                                                               22.6lbs

Certification                                                       ETL Certified & IP65, CE

Warranty                                                                          5 Year Warranty

Power Factor                                                                                  ＞0.95

Input Voltage                                                                             120-277V
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Uniformity (PPFD MAP) 
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578 600 622 642 650 648 640 620 594 580

595 619 643 664 673 670 662 640 613 597

618 645 671 694 704 701 692 669 638 620

636 664 692 716 726 724 714 689 657 638

646 675 703 728 738 736 726 701 667 648

644 673 702 727 737 734 725 699 666 647

637 666 693 718 728 726 716 691 659 640

618 645 671 695 704 701 692 669 638 621

594 619 642 664 672 670 661 640 612 597

583 604 626 647 655 653 645 624 599 584

414 430 450 460 460 450 431 414

429 451 473 484 484 473 450 429

448 472 496 509 509 496 472 448

458 483 509 523 523 509 483 458

458 483 509 523 523 509 483 458

449 472 496 510 510 497 472 449

430 451 472 484 484 473 450 430

414 430 450 460 461 451 431 414

Mounting Height: 1.5ft from canopy

100 pcs Flora 430WFixture Number
Each Flora 430W Cover 16 sqft (4 x 4ft)

40 x 40 ft Max PPFD 738 µmol/m-2/ s-1
Min PPFD 578 µmol/m-2/ s-1
Average PPFD 661 µmol/m-2/ s-1

Canopy dimension

Mounting Height: 2.5ft from canopy

64 pcs Flora 430WFixture Number
Each Flora 430W Cover 25 sqft (5 x 5 ft)

40 x 40 ft Max PPFD 523 µmol/m-2/ s-1
Min PPFD 392 µmol/m-2/ s-1
Average PPFD 461 µmol/m-2/ s-1

Canopy dimension


