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Specially Designed 
for Commercial Growers
Whether you're operating with single-tier or multi-tier 
racking systems, Flora 780W-C integrates seamlessly, 
ensuring every square foot of your cultivation space is 
optimized for high PPFD cultivation.

Enhanced with 
730nm Infrared Light
To further elevate the flowering potential of your 
cannabis, the Flora 780W-C incorporates 730nm 
infrared light. This addition not only promotes 
healthier growth but also ensures that the flowering 
phase is maximized for richer, more potent buds.

Optimized Canopy Coverage
Mastery in coverage with the capability to uniformly 
illuminate a 4 x 4 ft canopy, ensuring an impressive 
average of 1200 umol/m^2/s. Every plant experiences 
the perfect light intensity for growth.

Stable signal transmission
Navigate the challenges of cultivation with ease, the 
Flora 780W-C's waterproofing Push-lock dimming 
connector, ensuring uninterrupted signal transmission 
for a hassle-free cultivation journey.

Flora 780W-C: 
Lighting the Path to 
Premium Cannabis Harvests.



Flora 780-C 

SPECIFICATIONS

Series               Model               Input Voltage               Beam Angle

http://www.enlitehorti.com

www.enlitehorti.com

Max Amperage By Voltage Service
Voltage                  120V            208V           240V           277V
Amperage             6.48A           3.69A          3.24A           2.82A

Flora              780W-C                100-277V                          120°

1053[41.5”]

1038[40.9”]

36[1.42”]

Model                                                                                     Flora 780-C

Light Source                                                                                       LED

PPF(400-700)                                                                        2028 umol/s

PBAR (280-800nm)                                                               2145 μmol/s

Input Power                                                                                     780W

PPE (400-700nm) Efficacy                                                      2.60umol/J

PBAR (280-800nm) Efficacy                                                  2.75 μmol/J

Lifetime                                                                             >50,000 Hours

Dimming                                                                                          0-10V

BTUs                                                                                                 2660

Mounting Height                                                                   12-18 inches

Fixture Dimensions                                       40.9’’ L x 41.5’’ W x 1.42’’ H

Fixture Weight                                                                               25.2lbs

Certification                                                       ETL Certified & IP65, CE

Warranty                                                                          5 Year Warranty

Power Factor                                                                                  ＞0.95

Input Voltage                                                                             120-277V

Enlite - Flowering  Spectrum
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Uniformity (PPFD MAP) 
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1195 1241 1285 1327 1344 1340 1323 1281 1228 1199

1229 1280 1328 1373 1391 1386 1369 1324 1266 1234

1278 1333 1387 1436 1455 1450 1431 1383 1319 1282

1314 1373 1430 1481 1501 1496 1476 1425 1358 1319

1335 1395 1453 1506 1527 1522 1501 1449 1380 1340

1332 1392 1450 1503 1523 1518 1498 1445 1376 1337

1317 1376 1433 1484 1505 1500 1480 1429 1361 1322

1278 1334 1387 1436 1455 1450 1431 1383 1319 1283

1228 1279 1327 1372 1389 1384 1367 1322 1264 1233

1204 1250 1295 1337 1353 1349 1333 1291 1237 1208

855 888 930 951 951 931 890 855

887 932 977 1001 1001 978 931 887

927 975 1026 1053 1053 1026 975 927

947 998 1052 1081 1081 1052 998 947

947 999 1052 1081 1081 1053 998 947

928 976 1026 1054 1054 1027 975 928

889 931 977 1001 1001 977 931 889

855 889 930 952 952 931 891 856

Mounting Height: 1.5ft from canopy

100 pcs Flora 780WFixture Number
Each Flora 780W Cover 16 sqft (4 x 4ft)

40 x 40 ft Max PPFD 1527 µmol/m-2/ s-1
Min PPFD 1195 µmol/m-2/ s-1
Average PPFD 1366 µmol/m-2/ s-1

Canopy dimension

Mounting Height: 2.5ft from canopy

64 pcs Flora 780WFixture Number
Each Flora 780W Cover 25 sqft (5 x 5 ft)

40 x 40 ft Max PPFD 1081 µmol/m-2/ s-1
Min PPFD 809 µmol/m-2/ s-1
Average PPFD 942 µmol/m-2/ s-1

Canopy dimension


